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Abstract. We report on the extensively upgraded Cassegrain spectrograph on the South African Astronomical
Observatory (SAAO) 1.9-m telescope. The introduction of new collimator and camera optics, a new detector
and controller, a rear-of-slit viewing camera to facilitate acquisition, and a new instrument control and quick-look
data-reduction software (to take advantage of the entire system now being governed by a programmable logic
controller) has revolutionized this workhorse instrument on Africa’s second largest optical telescope. The im-
provement in throughput over the previous incarnation of the spectrograph is ∼50% in the red, increasing to a
factor of four at the blue end. A selection of 10 surface-relief diffraction gratings is available to users, offering a
variety of wavelength ranges and resolutions, with resolving powers between ∼500 and 6500. SpUpNIC
(Spectrograph Upgrade: Newly Improved Cassegrain) has been scheduled for ∼80% of the time available
on the 1.9-m since being installed on the telescope in late October 2015, providing the single-object spectro-
scopic capability to support the broad research interests of the SAAO’s local and international user community.
We present an assortment of data obtained for various observing programs to demonstrate different aspects of
the instrument’s enhanced performance following this comprehensive upgrade. © 2019 Society of Photo-Optical
Instrumentation Engineers (SPIE) [DOI: 10.1117/1.JATIS.5.2.024007]
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1 Introduction
The main instrument for the South African Astronomical Ob-
servatory (SAAO) 1.9-m1 telescope has long been a Cassegrain
spectrograph. A number of upgrades have taken place over the
four decades that the instrument has been in use, and most have
centered on replacing the detector system to keep pace with
technological advances. The earliest version included a photo-
graphic plate that was fed by an image intensifier. This was later
replaced by a photon-counting system, which gave way to a
pair of linear photodiode arrays. In 1997, the introduction of
a charge-coupled device (CCD) was seen, and a few years later,
it was decided that the spectrograph’s inefficient Maksutov–
Cassegrain camera optics would be replaced with a more elegant
folded-Schmidt design to increase the throughput of the
instrument.
The spectrograph upgrade project received intermittent atten-
tion while observatory efforts were focused on the Southern
African Large Telescope (SALT). A programmable logic con-
troller (PLC) system was introduced in 2009 to enable most
of the moving components (stepper motors and pneumatic
actuators) and on/off toggles for lamps within the spectrograph
to be placed under software control. This simplified the opera-
tion of the instrument, but the daily focusing of the camera
optics remained a time-consuming manual task. In October
2014, the old spectrograph (informally known as Cassie, or the
SpCCD) was taken out of service to allow completion of the
upgrade. By then, the scope of the project had increased con-
siderably, to the point that it would effectively yield a new
spectrograph (see Fig. 1), although including some original
components, such as the slit mechanism.
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Along with the modern CCD, all new camera and collimator
optics and new software came with the ability to automate the
spectrograph camera focus routine since the camera’s spherical
primary mirror was also motorized. A rear-of-slit viewing sys-
tem was also incorporated to improve the acquisition and
telescope-focusing processes for the instrument. User-friendly
Python-based software was developed [both for the back end,
operating at the driver level, and for the graphical user interfaces
(GUIs) responsible for instrument control and quick-look data
reduction] to render the spectrograph vastly more efficient to
operate. The use of color on the instrument control GUI high-
lights when the system is not appropriately configured for sci-
ence exposures. This saves time that might otherwise be wasted
by observing a target with mechanisms related to acquisition or
calibration inadvertently left in the beam.
The technical details of the modified instrument, Spectro-
graph Upgrade: Newly Improved Cassegrain (SpUpNIC),2 were
presented at the 2016 SPIE Astronomical Telescopes and Instru-
mentation conference, and this paper focuses on operational
aspects and scientific performance.
2 Instrument Description
2.1 Optics
This upgrade was driven by new spectrograph-camera optics.
A folded-Schmidt design replaced the Maksutov–Cassegrain
camera, the central obscuration of which blocked more than half
of the light. In the new system, much of the slot in the camera’s
fold-mirror is hidden within the obscuration produced by the
inverse-Cassegrain collimator, which itself lies within the
shadow of the telescope secondary. The SpUpNIC optical layout
is shown in Fig. 2(a), and the CADmodel of the optomechanical
assembly is shown in Fig. 2(b), along with the liquid nitrogen
tank for cooling the CCD.
Dispersed light leaving the surface-relief diffraction grating
passes through a Schmidt plate before striking the slotted fold-
mirror. The fold-flat directs the beam to the spherical primary
mirror, which focuses the light (through the slot in the fold-
mirror) onto the CCD, after passing through the field-flattener
lens that forms the cryostat window. The spectrograph focus is
adjusted by means of a stepper motor connected to the camera’s
Fig. 1 External layout of SpUpNIC.
Fig. 2 (a) Optical layout of the SpUpNIC camera and (b) the CAD model for the new camera assembly.
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concave primary mirror. This mirror is mounted to a pair of
wire-cut, annular flexures made of beryllium-copper, which
ensures pure axial translation over the full focus range.
The F∕2.2 inverse-Cassegrain collimator was also replaced,
with an F∕1.4 version that yields a larger collimated beam. This
was necessary to reduce the fractional light-loss due to the slot
in the camera’s fold-mirror. A new planoconvex field lens with
the required focal length was placed just below the slit to accom-
modate the resulting changes to the optical system.
The spectrograph still uses the same set of surface-relief dif-
fraction gratings that were employed previously, although those
that had suffered operational abuse were replaced. Furthermore,
a new grating (G13) with 2160 lines/mm and blazed at 5000 Å
has been added to the collection to provide higher resolving
power in the blue that was available in the past. The properties
of the 10 gratings are listed in Table 1. Two different arc lamps
(CuAr and CuNe) for wavelength calibration can either be used
individually or simultaneously. G5 requires the CuNe lamp,
whereas the CuAr lamp is suitable for all of the other gratings.
2.2 Detector
The SAAO was to be deeply involved in the spectroscopic fol-
low-up of the Edinburgh-Cape Blue Object Survey3 at the time
that the spectrograph upgrade was initially planned (in the late
1990s). This provided significant motivation for selecting a
blue-sensitive CCD and so an E2V CCD42-10 chip was pur-
chased. It has 13.5-μm pixels arranged in a 2048 × 512 array
and is thinned and back-illuminated, with a broadband antire-
flection coating that results in the detector quantum efficiency
peaking in the blue/green (see Table 2). One half of the chip is
masked off and pseudoframe transfer readout is implemented, so
only half of the vertical extent of the 27.6 mm × 6.9 mm imag-
ing area is used. This corresponds to the slit spatially sampling
120 arc sec on the sky.
The CCD has an extremely low noise amplifier and the chip
is usually 1 × 2 binned (in the spatial direction) to increase the
signal-to-noise (S/N) ratio. Thermal/electronic noise is mini-
mized by cooling the CCD to −105°C with liquid nitrogen.
The system has four modes offering different gain/readout-
speed combinations (see Table 3), but in practice, only the
faint/slow mode tends to be used as it allows faint targets to uti-
lize the full dynamic range of the analog-to-digital converter.
The bright/fast mode is more suitable for bright targets that
require most of the pixels’ full well depth to avoid saturation.
The CCD shows no sign of nonlinearity below 50,000 counts/
pixel. SpUpNIC employs the SDSU Generation III CCD con-
troller architecture.
2.3 Rear-of-Slit Camera
A key addition to the upgraded spectrograph is a rear-of-slit
camera that facilitates the acquisition process, by allowing users
to directly view the star going down the slit. One can also focus
the telescope more efficiently with feedback provided by this
image of the star. Astigmatism in the system conveniently
causes the star to elongate diagonally (top left to bottom right
and vice versa) on either side of the best focus.
The system is operated by deploying a small, pneumatically
actuated fold-mirror into the beam (between the two collimator
mirrors) in order to view the slit from below. A stand-alone
GUI was developed in-house to control the compact USB2.0
Starlight Xpress Lodestar CCD camera and the image display
can be adjusted while exposures are running to optimize the
view. Depending on sky conditions, it is possible to acquire
targets as faint as V ∼ 17 with this system. Fainter targets have
to be positioned on the slit using a more indirect method that
uses the acquisition camera associated with the telescope
control system (TCS), as was done with earlier versions of the
spectrograph.
A further advantage of being able to view the slit from below
is that one can easily check that a target is still properly posi-
tioned, without having to relinquish the guide star. This is par-
ticularly useful when taking a long series of exposures of the
same object.
Table 1 Characteristics of the SpUpNIC diffraction gratings.
Resolving powers are derived from mean FWHM of arc lines mea-
sured across the full spectrum, and then calculated at the blaze wave-
length. For G10–G13, which are typically used significantly blueward
of their blaze wavelengths, the resolving powers are overestimated
by 15%–20%.
Name
Lines/
mm
Blaze
(Å)
Wavelength
range (Å)
Dispersion
(Å/pixel)
Resolving
power
G4 1200 5100 1250 0.62 3000
G5 1200 6200 1100 0.53 3100
G6 600 5100 2800 1.4 1000
G7 300 5000 5500 2.7 500
G8 400 8500 4100 2.2 1200
G9 830 7800 1750 0.84 2400
G10 1200 10,000 950 0.47 6500
G11 600 10,000 2600 1.3 1300
G12 300 10,000 5600 2.8 1000
G13 2160 5000 550 0.27 4100
Table 2 SpUpNIC detector quantum-efficiency values provided by
the manufacturer, E2V.
Wavelength (Å) 3500 5000 6500 9000
Quantum efficiency (%) 50 85 70 35
Table 3 SpUpNIC detector readout mode characteristics (1 × 2
binned). The readout times for 1 × 1 binned images are approximately
double those listed below.
CCD mode
Gain
(e−∕ADU)
Read-noise
(e−RMS)
Readout
(s)
Faint/slow 1.15 2.57 4.1
Bright/fast 5.55 6.68 2.4
Faint/fast 2.06 15.8 2.4
Bright/slow 2.80 2.53 4.1
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2.4 Software
The new spectrograph software follows a distributed architec-
ture, with drivers for individual hardware components, namely
the PLC and the detector system, implemented as stand-alone
server processes. These are connected to corresponding clients
over TCP/IP sockets. The clients are bundled together and
instantiated by a controller class, on top of which is a user inter-
face implemented in Python using the Qt widget set.
The PLC places all mechanisms and toggles under software
control. Thus, it is possible to adjust the slit width, grating angle,
and spectrograph camera focus directly from the GUI, rather
than having to manually set those positions on the instrument
(as was necessary prior to the upgrade). The pneumatic actuators
for the rear-of-slit mirror and the Hartmann shutter, as well as
the toggles for the arc lamps and the slit illumination, are also
controlled via the GUI. Therefore, it is possible to configure the
instrument for a given type of exposure or to execute a focus
sequence (which used to be a tedious, iterative manual process)
with the click of a button.
The instrument control GUI (shown in Fig. 3) includes an
interactive schematic representation of the instrument that may
be used to configure the system, either for acquisition, calibra-
tion, or target observations. This intuitive interface streamlines
the observing process, and the use of colored highlights on cer-
tain indicators and on the frame around the schematic warn that
the system is not configured for a science observation, i.e., the
absence of color indicates readiness for a science exposure. This
saves time that was easily wasted previously when users would
forget to remove a mirror from the beam or switch off a lamp
before taking a science frame.
SpUpNIC also has a new quick-look data reduction GUI that
displays the 2-D images and produces extracted, sky-subtracted,
wavelength-calibrated 1-D spectra as soon as an image is saved
at the end of an exposure (see Fig. 4). Extraction and sky sub-
traction regions, smoothing and display options can be changed
on-the-fly and the output is automatically saved as an IRAF4-
compatible multispec FITS file, as well as a simple text file suit-
able for plotting.
The large number of gratings available (10) and the broad
range of angles that each of them can be used at makes provid-
ing guaranteed science-quality wavelength solutions impracti-
cal. The accuracy of the wavelength calibration is therefore
appropriate for the spirit of a quick-look tool, typically ∼2 Å.
This allows observers to confirm that the wavelength range
of interest is being covered and to identify spectral features
in science frames. It is not intended to be a final science-quality
level reduction, although, for some users, this may be sufficient
for their science requirements. Even if the wavelength calibra-
tion is not precise enough, the quick-look output can serve as a
useful starting point for more rigorous data reduction.
Having loaded an arc frame, the quick-look applies that wave-
length solution to the next object frame and displays it. The auto-
matic extraction chooses the highest peak, or the most central
peak, in the image, around which a region is extracted (shaded
green in Fig. 5). Alternatively, the extraction region can be man-
ually defined. The default sky-subtraction regions (shaded red)
are above and below the extraction band, and either or both of
those can be used, or sky-subtraction can be deselected. The sky
subtraction regions can also be adjusted to avoid other objects
that may fall on the slit. The quick-look’s 2-D and 1-D plots can
be interrogated further by zooming and panning within the
Fig. 3 Screenshot of the SpUpNIC Control GUI, showing the interactive schematic on the right. The blue
frame around the schematic signifies that the system is not configured for a science frame. The light path,
indicated in red, shows that the instrument is set up for an arc exposure in this case.
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Fig. 4 Screenshot of the SpUpNIC quick-look GUI, displaying a CuAr arc frame. A row is extracted from
the center of the 2-D image and plotted as a 1-D spectrum. The arc lines (shown in black) are matched
to a template arc (shown in green) in order to apply an approximate wavelength calibration.
Fig. 5 Screenshot of the SpUpNIC quick-look GUI, displaying an object spectrum that has been
extracted, sky-subtracted and approximately wavelength calibrated.
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respective displays. The quick-look does not currently apply bias
correction, flat-fielding, or cosmic ray rejection.
3 Operation
Wikis were selected as an easily accessible and editable platform
to host current instrument documentation at the SAAO. Detailed
up-to-date information about the spectrograph is therefore pro-
vided on the observatory’s SpUpNIC wiki page. The change log
section near the top of the wiki highlights significant revisions
made to the system, and subsequent sections provide instruc-
tions for getting the instrument set up, obtaining calibration data,
carrying out observations, and addressing known issues that
crop up periodically.
3.1 Grating Setup
The sample arcs shown in Fig. 6 give a visual indication of the
wavelength ranges and dispersions offered by the instrument’s
10 different gratings. The old grating names have been retained
for continuity and so, the numbering scheme runs from G4–
G13. G10, G11, and G12 (all blazed at 10,000 Å) are the red
equivalents of G5, G6, and G7, whereas G7, G6, G4, and G13,
all blazed near 5000 Å, provide increasing resolving powers
between R ≈ 500 and R ≈ 4000.
The GG 495 order-blocking filter is required for several of
the gratings, and certain arc filters are needed to prevent satu-
ration by extremely bright lines in the red. Each grating holder is
magnetically encoded so that the PLC can identify it, and hence,
the control-software automatically selects and inserts the appro-
priate filter into the beam. The BG 38 and GG 495 arc filters,
mounted in old brass holders, have to be manually inserted into
the relevant arc lamp filter slots on the instrument, depending on
the grating in use.
G5 is the only grating that requires the CuNe lamp in order
to obtain enough lines for a good wavelength solution, all the
other gratings use the CuAr lamp. Both lamps are permanently
available on SpUpNIC (previously, users had to physically swap
lamps when changing gratings), and it is possible to employ
both lamps simultaneously. Users need to change gratings man-
ually, a detailed procedure for which is provided on the wiki.
3.2 Hartmann Focus Routine
The PLC enables the automation of time-consuming procedures
like focusing the spectrograph camera. This is typically per-
formed daily and whenever a grating change is done. The con-
trol GUI allows the user to set the starting value, step size, and
number of steps for a focus run. Once the system is configured
for an arc exposure (the arc mirror in the beam and the required
arc lamp on), clicking the Hartmann sequence Run button
launches the focus routine.
During this process, the slit width is automatically reduced
to yield sharp lines and the focus setting is changed after each
pair of images. These pairs of arc frames are taken with a pneu-
matically driven shutter blocking one half of the beam and then
the other. The individual images in each pair are then cross-
correlated to determine their relative shift and best focus is
where the shift is minimized. At the end of the sequence, the
appropriate focus value is automatically sent to the PLC (which
commands the camera primary mirror to the required axial posi-
tion), and the slit width is returned to its prefocus run position.
Progress during the execution of the focus routine can be fol-
lowed on the quick-look GUI, which displays the various arcs
and calculated shifts for each pair, as well as the estimated best-
focus value (Fig. 7).
3.3 Target Acquisition
The observer needs to prepare a target catalog text file contain-
ing the object names, co-ordinates, and equinox for all the
objects to be observed. This file is used to populate the fits head-
ers with target information, and it allows the co-ordinates to be
sent to both the finder-chart-generation tool and then to the TCS
in order to point the telescope. The catalog file is transferred
directly onto the instrument PC and needs to be reloaded into
the control GUI before any changes will reflect.
Acquiring a target involves three main steps. The first
requires the acquisition/guide mirror to be in the beam, to direct
the light to the acquisition camera on the TCS. At the start of the
run, the user needs to mark the slit position on the TCS acquis-
ition image to indicate where targets need to be approximately
positioned. One then centers the acquisition mirror and places
the rear-of-slit mirror in the beam, to direct the light to the rear-
of-slit camera. After carefully placing the object on the slit, the
final step is to select a suitable guide star from the relevant
finder chart.
3.4 Observing Sequences
Some degree of flexure is inevitable for a large (>400 kg)
Cassegrain instrument (see Sec. 5.1), therefore, we recommend
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Fig. 6 Sample arc spectra obtained with each of the SpUpNIC
gratings to give an indication of their wavelength ranges and relative
dispersions. Adjusting the grating angle shifts the spectrum in wave-
length, so these plots do not convey the full spectral coverage
provided by all of the gratings.
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that target exposures be bracketed with arc frames that can be
interpolated when performing the final wavelength calibration.
If taking a series of spectra of a single object, arcs should be
obtained approximately every 20 min. For convenience, there
is a sequence tab on the exposure/CCD info pane of the control
GUI, to automate repeat observations (including the necessary
arcs). An audible signal to mark the end of each exposure, and
readout, can be toggled via a check-box on the advanced tab of
the exposure/CCD info pane.
3.5 Quick-Look Extractions
Having set the extraction window, one can check for saturation
(which occurs around 65k counts/pixel) using the “peak-counts”
extraction option. This only plots the row across the spectrum
that contains the highest number of counts. Once satisfied
with the exposure, the “summed counts” option yields the full
extraction, which are the data saved as the quick-look spectrum.
Sky-subtraction may be included, and the user can define the
position(s) of those regions manually or automatically.
The spectrum can also be smoothed by a user-defined num-
ber of pixels, and the wavelength solution derived from the arc
loaded most recently can be ignored if one wishes to see the
display in pixels instead of Angstroms. There is an extra tab on
the quick-look GUI to allow the user to tweak the wavelength
solution if, for some reason, the latest arc (black in Fig. 4) is not
well matched to the library arc (green in Fig. 4).
3.6 Data Storage and Transfer
Every SpUpNIC frame readout is saved to a FITS file. These are
stored in nightly directories on the SpUpNIC computer in the
1.9-m control room. The following morning, the data are trans-
ferred and stored on a Sutherland server, from where they are
then transferred and stored on a Cape Town server. An addi-
tional copy of the raw data is also saved to the Sutherland server.
The individual raw FITS files are 544 kB in size, whereas the
quick-look’s IRAF-compatible multispec files are 44 kB and
the 1-D text files, also produced by the quick-look software, are
208 kB. All of the quick-look products are saved in a subdir-
ectory in each nightly directory.
A sample FITS header, which includes detailed informa-
tion about the instrument configuration, telescope pointing, and
environmental conditions, is shown in Fig. 8. The quick-look
also uses the FITS headers to automatically generate an observ-
ing log that contains relevant information about the individual
files. This log is produced for all the FITS files in the quick-
look’s working directory and can be exported as a text file.
4 Performance
4.1 Throughput Improvement
The increase in spectrograph throughput was quantified by
observing the same spectrophotometric standard stars (under
photometric conditions) using the old spectrograph (aka Cassie)
in October 2014 and SpUpNIC in October 2015. The slight
reduction in the dispersion and the difference in CCD gains
between the old and new system had to be accounted for before
the pairs of spectra could be compared directly, as shown in
Fig. 9. The lowest resolution grating (G7) most clearly illus-
trates the dramatic increase in performance, particularly toward
the blue end of the spectrum. Here, the combination of the im-
proved CCD quantum-efficiency and the throughput doubling
Fig. 7 Quick-look GUI during the course of a Hartmann focus sequence. The main plot shows the A and
B frames for a given focus setting, along with the best-fit shift between the two. The plot in the upper right
shows the measured shift as a function of focus. Best focus is where the shift is zero.
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due to the new camera optics yields a fourfold increase. The
lower red sensitivity of the new detector reduces the overall sys-
tem improvement to a factor of ∼1.5 at longer wavelengths.
Various users have also verified these results when reob-
serving targets with the new instrument. For the popular blue
grating (G4), slightly higher S/N spectra are obtained with four
times shorter exposures than were required previously (see
Fig. 10).
The improved blue throughput is particularly useful for
studying white dwarfs (WDs). Although many have been clas-
sified in the northern hemisphere due to surveys such as SDSS,5
the number known in the southern hemisphere is much lower.
Fig. 8 Sample FITS header for a SpUpNIC arc frame.
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Several thousand potential targets have been identified from
reduced proper motion surveys6 and up to ∼50% of WDs exhibit
low-level variability.7 This variability is assumed to be due to
rotational effects or the presence of a short-period companion.
The Kepler 2 mission, and now the TESS space mission, are
yielding photometry of a significant fraction of potential WDs
(especially those brighter than magnitude 16) and thus will pro-
vide an opportunity to survey a much larger number of WDs.
SpUpNIC is able to classify and search for evidence of magnetic
fields and metal contamination to help determine the cause of
the observed variability in these objects. In excellent conditions
(seeing <1”), the blue sensitivity of the instrument allows for
WD targets brighter than 17.6 to be classified. Figure 11
shows the spectrum of a newly identified g 0 ¼ 17.1 WD
Fig. 9 (a) G7 spectra of the V ¼ 11.2 sdK spectrophotometric standard star LTT 377 obtained with
SpUpNIC (green) and Cassie (blue) demonstrate the considerable increase in throughput following the
upgrade. (b) Plotting the ratio of the two spectra shows the fourfold increase toward the blue end,
whereas the red end is ∼45% better.
Fig. 10 These two panels show the same standard star (HR3383) and four spectra of the same Algol
target (XX Ant) at various orbital phases, (a) as observed with Cassie in 2014 and (b) with SpUpNIC in
2016. Despite the 2014 exposures being four times longer, the S/N (indicated near the red end) is still
higher in the SpUpNIC spectra.
Fig. 11 A new g 0 ¼ 17.1 WD (SDSS0837þ 1621) identified from two
21-min exposures taken with G4 using a 2.1” slit in 1.5” seeing.
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(SDSS0837þ 1621) observed in campaign 5 of the Kepler 2
mission. The spectrum consists of two 1200-s exposures taken
with G4 in clear conditions with ∼1.5” seeing, using a slit width
of 2.1″. The spectra were reduced in PyRAF using standard
techniques.8 The broad Balmer lines clearly show that the target
is a WD, and initial analysis suggests a temperature of 17905
741 K and a log (g) of 7.001 0.162.
While much of the work done with SpUpNIC to date has
been of a stellar nature, the low-resolution G7 is suitable for
extragalactic work. A program that involves monitoring various
active galactic nuclei has benefitted from the substantially
higher throughput of the upgraded spectrograph, particularly
toward the blue end of the spectrum. However, the two sources
observed in both 1999 and 2016 have clearly decreased in lumi-
nosity in recent years, so the performance gain could only be
demonstrated with S/N comparisons.
Another ongoing extragalactic project involves gathering
spectra for an all-sky redshift survey containing ∼45;000 gal-
axies drawn from the 2MASS extended source catalog with
Ks < 11.75.9 The goal of the survey is to study the local density
field (out to D ∼ 200 Mpc) and its effects on the peculiar veloc-
ities of galaxies. Obtaining a complete redshift sample as close
as possible to the Galactic plane (jbj ¼ 5 deg outside of the
bulge) is crucial since that area of the sky contains some of
the largest concentrations of mass in the local Universe, such
as the core of the Great Attractor and the Pisces-Perseus super-
cluster. Redshifts are measured by means of cross-correlation
with absorption-line templates. To obtain σðczÞ, ∼50 km∕s
requires about 300 counts in the continuum around 6000 Å.
Under clear conditions, SpUpNIC achieves the required signal
within 5 min, whereas the old spectrograph took 15 min. The
increased instrument throughput thus directly leads to increased
observing efficiency. Figure 12 shows a map of 300 galaxies in
this program that were observed with SpUpNIC over a 2-week
period.
4.2 Wavelength Ranges and Resolutions
Observations of the recurrent nova RS Oph are used to illustrate
(in Fig. 13) the increase in wavelength range due to SpUpNIC’s
faster camera optics and slightly wider CCD (2048 pixels, com-
pared to 1798 for the SpCCD). G5 spectra of the region around
Hα were obtained with the old spectrograph in May 201210 and
with SpUpNIC, in September 2016, in monitoring variability
in the system’s broad, double-peaked Hα emission feature.
Although the same exposure time of 120 s was used in both
cases, the object is variable and a wider slit was used in 2016
due to poorer seeing.
Figure 14 gives an indication of the comparative wavelength
coverage provided by a single grating angle for each of the
most popular gratings used in the visible range. The spectropho-
tometric standard EG 21 (a V ¼ 11.4 DA3 WD) was observed
with G4, G5, G6, and G7. Spectra of a different standard (the
V ¼ 10.4 A0 dwarf CD −32°9927) were obtained while testing
the new, higher-resolution G13, as EG 21 was not visible at the
time. Note that the full wavelength range available for each gra-
ting is much broader than indicated in Fig. 14, due to the grating
angle being adjustable. Figure 15 shows the complete range that
can be observed with G13, obtained using four different grating
angle settings.
G13 was purchased specifically to enable the study of mag-
netic activity levels of late-type main sequence stars hosting
extrasolar planets. There is evidence that the activity levels of
these stars can affect the physical and atmospheric properties
of close-in giant planets,11,12 but currently available data are
insufficient to provide a definitive answer.13
Fig. 12 Aitoff plot in Galactic co-ordinates showing the 300 galaxies
in the main survey that were observed with SpUpNIC during two
weeks of 1.9-m time. During these runs, redshifts were also obtained
for a further 100 targets belonging to an extended sample (not plotted
here). The central strip is the zone of avoidance, the densest part of
the Milky Way, which is heavily obscured by dust.
Fig. 13 Spectra of the Hα region of the recurrent nova RS Oph
obtained with Cassie in 2012 (arbitrarily shifted for display purposes)
and with SpUpNIC in 2016 to illustrate the change in wavelength
range due to the new optics and wider CCD.
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Fig. 14 The spectral coverage in the visible range provided by fre-
quently used gratings. Spectra of EG21, a V ¼ 11.4 DA3 spectropho-
tometric standard, obtained with G4, G5, G6, and G7, are shown
black, and a G13 spectrum of the V ¼ 10.4 A0 star CD −32°9927
is shown in grey. Exposure times and slit widths were chosen based
on the seeing.
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Magnetic activity heats the chromospheres of stars, causing
emission peaks to form in the centers of some spectral lines.
For F, G, and K dwarfs, the magnetic activity can be investigated
via chromospheric emission in the calcium H and K lines at
3933.67 and 3968.47 Å.14,15 These measurements can be made
spectroscopically using the ratios of fluxes in passbands 1.1 Å
wide centred on the H and K lines, relative to two continuum
passbands centred on 3901 and 4001 Å.16 G13 was selected to
have a high throughput in this spectral region and sufficient
dispersion to yield a spectral resolution of ∼1.0 Å. Example
spectra are plotted in Fig. 16, where the emission in the centers
of the H and K lines is particularly obvious for GJ 9827 (a K6
V star).
SpUpNIC’s near-infrared performance (from ∼7000 to
10,000 Å) is demonstrated by observations of about two dozen
symbiotic stars and several M-type giant standard stars made
with G11 during two week-long observing runs in 2016 and
2017 (see Table 4 for a journal of the observations for selected
objects). A grating angle of ∼5.8 deg yielded low-resolution
spectra of the 7200–9600 Å range, which includes the calcium
triplet that serves as a useful diagnostic for stellar luminosity,
metallicity, and activity. Sample spectra are shown in Fig. 17.
4.3 Radial Velocity Precision
W Ursae Majoris-type variables are eclipsing contact (EC)
binary stars with orbital periods of less than a day and mass
ratios between 0.08 and 0.8.17 Their short orbital periods pose
Fig. 15 Flux-calibrated spectrum of the V ¼ 5.2 O9.5V standard star
HR 1996 obtained with G13, using the four different grating angles
indicated.
Fig. 16 G13 spectra of three late-type (F, G, and K) dwarfs that host transiting planets. The names and
effective temperatures of the stars are labeled on the plots and the gray regions mark the passbands
used to calculate the amount of flux produced in the centers of the calcium H and K emission lines.
Table 4 Observational parameters for targets to demonstrate near-infrared performance.
Object
V I J Date Exposures
Airmass
Slit
width
S/N
Conditions
Mag Mag Mag UT-middle
No.*exp time
(s) Arc sec Seeing∕Hum:∕T − T dev∕TDOME∕Sky
LMC N19 16.4 14.3 12.7 October 25, 2017, 00:15:12 5*600 ∼1.25 1.50 ∼20–30 ∼0.9 0∕29%∕∼18∕13.5°C∕clear
CD-27° 8661 10.2 5.3 March 21, 2016, 00:31:54 21*10 ∼1.06 1.80 ∼50–80 Poor∕80%∕∼3∕7°C∕clear
HR 1264 4.5 1.4 0.6 March 22, 2016 19:07:19 27*1.2 ∼1.61 1.50 >100 ∼1.7 0∕52%∕∼10∕13°C∕clear
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an observational challenge, as spectroscopic exposures need to
be shorter than 1%–2% of the orbital period in order to minimize
spectral line blurring due to radial velocity (RV) changes.
Numerous symmetric, narrow Fe I, Fe II, and other “metal” lines
in the 4000–4500 Å region are accessible with the 1200 lines/
mm G4 and are well suited to cross-correlation techniques for
measuring radial velocities. While the old spectrograph yielded
velocities for V < 11 EC binary targets, SpUpNIC achieves
sufficient S/N in the time available for a V ¼ 13 object with
an orbital period of 0.314 days. The resulting RV curve is shown
in the left-hand panel of Fig. 18.
The right-hand panel in Fig. 18 shows the RV curve deter-
mined for a known V ¼ 16 cataclysmic variable with Hα emis-
sion and an obvious late-type component. A total of 28 spectra
(each 600–900s long) were taken with G6 and cross-correlated
with the 5000–6500 Å region of a late type spectrum. The result-
ing RV curve has a period of slightly over 6 h (determined from
the spectra). CuAr arcs were taken every 40 min, which was
sufficient to model shifts due to flexure at this resolution.
The resulting velocities fit the best sine curve with an RMS scat-
ter of 17 km/s and the velocity semiamplitude is 271 km/s, so the
S/N is excellent. The data were obtained the day before the full
moon and the seeing was ordinary, so the 17 km/s scatter largely
reflects the S/N of the individual spectra. The estimated errors in
the cross-correlation velocity were similar in magnitude.
5 Technical Issues
5.1 Grating Stability
The SpUpNIC grating mechanism initially proved problematic,
due to a variety of mechanical instabilities. A series of interven-
tions addressed the different issues and sufficiently improved
the performance of this critical assembly. The list of changes
included: adapting the PLC software to always drive the grating
motor in the same direction when setting the angle (so as to
eliminate backlash), replacing the key on the output shaft of the
gearbox to ensure a tighter fit in the keyway (thus significantly
reducing play), adding a pneumatically actuated disk-brake to
lock the grating frame in place once the desired angle has been
set (thus eliminating any remaining play in the motor and gear-
box), and, finally, adding lateral braces to support the canti-
levered grating-holder frame and thus prevent “diving-board”
deflections resulting from pointing the telescope around the sky.
The subtle signature of this pernicious final problem is
worth elaborating on. Arc spectra were taken with the telescope
at zenith, before pointing in different directions and taking more
arcs. As anticipated, the arc lines were seen to shift when point-
ing around the sky, but the all-important clue was the fact that
the lines shifted in the same direction, regardless of which way
the telescope was tilted. This can only be explained by the fact
that having the telescope vertical subjects the grating-holder
frame to the maximum gravity-vector and, hence, deflection.
Any deviation from vertical results in a smaller component
of this force, and so, the lines are shifted less when pointing
anywhere else. The extent of the improvement due to the final
set of changes is shown in Fig. 19, which plots the shift of a
particular arc line (in pixels) as a function of telescope azimuth
prior to the fix (upper panel) and after the addition of the
mechanical braces (lower panel).
Fig. 17 Spectrum of the symbiotic star LMC N19, compared with
spectra of a well-known S-type star (CD-27°8661) that contains a
s-process-enhanced red giant, and HR 1264 (=HD 25705) - a M4 type
giant spectroscopic standard. For clarity, the normalized spectra of
CD-27° 8661 and HR 1264 are shifted by−0.6 andþ0.6, respectively.
Fig. 18 (a) RV curves obtained with G4 for the V ¼ 13 EC binary ASAS 002449-2744.3 and (b) using
G6 for a V ¼ 16 cataclysmic variable.
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5.2 Image Quality
The line spread functions for data taken with the low-resolution
gratings (particularly noticeable in G7 and G12 spectra) deviate
from Gaussian profiles, showing a distinct asymmetry. The blue
side of a line is steeper than a Gaussian, whereas the red side
includes a faint extension. Since arc lines may be blended at
such low resolutions, we manually injected red and green laser
light into the spectrograph to avoid having the source contribute
to the line shape while exploring this effect. Spectra were then
taken with the commonly used low- and high-resolution gra-
tings, G7 and G4, respectively. The G4 wavelength range only
includes the green laser (at 5320 Å), but the 6680 Å red line
appears along with the green one in G7 spectra (see Fig. 20).
Observed with G4, the green 5320 Å laser line is well
approximated by a Gaussian profile for all but the lowest inten-
sity levels, where the line wings are broader and very slightly
asymmetrical [see Fig. 21(a)]. With G7, however, the laser lines
are clearly distorted, and so, FWHM and velocity measurements
may be compromised. This has not been an issue since G7 tends
to be used for spectral classification and redshift measurements,
but users are advised of this effect.
6 Summary
The Cassegrain spectrograph on the SAAO 1.9-m telescope has
been extensively upgraded, providing the local and international
user community with a considerably more efficient and user-
friendly low- to medium-resolution spectrograph. Observers can
select any of the 10 surface-relief diffraction gratings for the
duration of their run, or manually change gratings during the
course of a night if necessary. This grating suite offers a variety
of wavelength-range and resolution combinations that span the
full optical domain (from ∼3300 Å) and extend into the near-
infrared (out to ∼1 μm), with resolving powers ranging between
roughly 500 and 6500. The instrument thus accommodates a
broad array of galactic and extragalactic research interests, sev-
eral examples of which have been presented here in describing
the performance of the instrument.
The most significant enhancements to the spectrograph
include:
– A throughput increase that ranges from 45% to 400%
(from red to blue)
– Broader wavelength coverage, both overall (∼3300–
10;000 Å) and per grating
Fig. 19 The instability of the original grating mechanism resulted in
large shifts when pointing around the sky (top). The introduction of addi-
tional braces to stabilize the grating-holder frame against “diving-board”
deflections in late 2016 improved the stability considerably (bottom).
Fig. 20 Red (6680 Å) and green (5320 Å) laser light injected into the
spectrograph (dashed), shown along with a low-resolution CuAr arc
spectrum (solid), taken with the 300 lines/mm G7.
Fig. 21 Gaussian fits (dashed) to laser lines as observed (a) with the high-resolution G4 and (b) and
(c) the low-resolution G7. The green laser line observed with G4 is well approximated by a Gaussian, but
the line asymmetries are clearly shown in (b) and (c) for the green and red lines, respectively, observed
with the low-resolution G7.
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– A more modern (higher efficiency) CCD that reads out
in just 4 s
– A rear-of-slit viewing system that streamlines the acquis-
ition process
– Full software control of all mechanisms within the instru-
ment via a user-friendly GUI
– A quick-look pipeline that produces and displays wave-
length-calibrated spectra seconds after readout
– A ∼2200 lines∕mm grating blazed at 5000 Å, where the
new CCD’s efficiency peaks
Key features of the new system are summarized in Table 5.
SpUpNIC is typically scheduled for four out of every five
weeks, and roughly half of that time involves students, including
undergraduates majoring in astronomy who learn how to ob-
serve with the instrument and then reduce the resulting data.
The spectra shown here, and in Ref. 2, give indications of
exposure times and resulting S/N for a selection of objects.
Future work will include the development of an exposure-time
calculator for the spectrograph.
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Table 5 SpUpNIC characteristics.
Parameter Specification
Detector E2V CCD42-10 1024 × 512 pixels
(frame-transfer mask blocks 256 rows)
CCD temperature −105°C (168 K)
Field-of-view Slit length 2 arc min
Saturation 65,536 ADU
Linearity <50;000 ADU
Faint/slow modea 1.15 e−∕ADU gain; 2.57 e− read noise;
4.1-s readoutb
Bright/fast mode 5.55 e−∕ADU gain; 6.68 e− read noise;
2.4-s readoutb
Faint/fast mode 2.06 e−∕ADU gain; 15.8 e− read noise;
2.4-s readoutb
Bright/slow mode 2.80 e−∕ADU gain; 2.53 e− read noise;
4.1-s readoutb
Total wavelength
range
3300–10,000 Å
Resolving power 500–6500
Limiting magnitude V ∼ 18 with lowest resolution grating (G7)
in 1800 s
aMost common setting.
bReadout times are given for 1 × 2 binning, times are approximately
double for 1 × 1.
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